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Ift-Nachweils

Classification Report

Number 24-002395-PR06 (NW 3-D01-05-en-01)
Owner ALUKON KG
Munchberger Str. 31
95176 Konradsreuth
Germany
Product Power operated roller shutter
Designation Shipping name: M 551
Details

Manufacturer Alukon KG - Konradsreuth; Gate type:

system Roller shutter; material roll-formed, foamed aluminum
profile; overall dimensions (W x H) 1650 mm X 2530 mm; Clear
opening (W x H) 1590 mm x 2200 mm; Guide rails Aluminum rail;
Drive Unit: Manufacturer SOMfy; Designation Mentor 20/17;

Control Unit: Manufacturer Alukon; Designation RTS TopDrive.2
Special features

Result **)

Operating forces according to EN 12453:2000-11 - sections 5.1.1.5/5.1.1.6
“g Requirements fulfilled

Operating forces according to EN 12453:2017+A1:2021 - section 5.2.1.6
L

Requirements fulfilled
Safe opening according to EN 12604:2000-08 - section 5.3.2

"

Requirements fulfilled

**) Decision rule: For the evaluation of conformity, the measurement uncertainty was not taken into account.
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Basis *)

EN 12453:2000-11

EN 12604:2000-04

EN 12445:2000-11

EN 12605:2000-04

EN 13241-2003-07 + A2:2016-09
EN 12453-2017 + A1:2021-12

*) and corresponding national versions
(e.g. DIN EN)

Test report: 24-002395-PR06 PB
3-D01-05-de-01
Representation

Instructions for use

The results obtained can be used
by the manufacturer for preparing
the Declaration of Performance in
accordance with the Construction
Products Regulation
305/2011/EU. The provisions of
the applicable product standard
have to be observed.

Validity
There is no time limit.

When using this document, the
up-to-dateness of above basis
and the conformity of the product
have to be observed.

The data and results given relate
solely to the tested and described
specimen.

This test does not allow any
statement to be made on further
characteristics of the present
structure regarding performance
and quality, in particular the
effects of weathering and ageing.

Notes on publication

The ift-Guidance Sheet
"Conditions and Guidance for the
Use of ift-Test Documents"
applies.
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